











Available in white

FMS TRACK

Aluminium extrusion, powder 10/bundle
coated, lubricated. Available

lengths:
5,80 m (19") 5101001580
7 m (23") 5101001700

FMS CARRIER

“Klickable", offset, construc- 250/box
ted of UV resistant plastic.

10 Carriers on a break-away 2510101000
strip. Can be clicked in after

installation.

FMS TRANSPORT BELT

Toothed belt, to be installed 100 mtr/roll
inside the FMS Track.

— 5105501000

FMS/TCS MASTER CARRIER

UNDERLAP R/L 15/box

Multifunctional — arm is

e —— reversible - will slide trough 5215801000
oo curves, will fit stiffeners.

FMS/TCS MASTER CARRIER

OVERLAP R/L 15/box
Multifunctional — arm is rever-

sible - will slide trough curves, 5215901000
will fit stiffeners.

FMS MASTER CARRIER

UNDERLAP SINGLE R/L 15/box
Multifunctional — arm is

reversible - will slide trough 3016001000
curves.

FMS MOTOR PULLEY

Connects motor with 1/box
FMS Track.
5103011000

FMS RETURN PULLEY

Reverses the transport belt 1/box
in the FMS Track.
5103011100

FMS CONNECTOR

Connects the Master Carrier 50/box
with the transport belt.
5103011500




SMART KLICK CEILING BRACKET

FMS WALL SWITCH

“Klicks" onto track, powder 100/box To operate the curtain by 1/box
coated. |  wall switch.
1018201000 Can operate one motor only. 5104001000
Dimension: 7,5 x 6,5 x 6 cm
3x26x24")
ADJUSTABLE WALL BRACKET FMS RECEIVER/SWITCH
SINGLE _— Receiver (high frequency) for 1/box
2 Smart Klick, adjustable single 100/box —= |  remote control with integrated
< from 7,5 cm (3") to wall switch. 5104011411
11,5 cm (4,5"). 1020801115 Dimension: 8 x 8 x 5 cm
(3,1%3,1x2")

FMS REMOTE CONTROL

High frequency, 5-channel. 1/box
Smart Klick, adjustable double 50/box To operate a maximum of
from 6,5 cm (2,5") to 5 motors, independently. 5104011401
10cm (4") + 15 cm (6") to 1020801195
19,56 cm (7,5").
ALUMINIUM WALL BRACKET SOMFY TIME CLOCK i
Somfy RF time clock, two 1/box
) time periods recordable.
Thank_s to shape and material 1020301..... e e erdared fin 5104011405
(aluminium), very stable. corrlsfinaiiton witlh
Somfy Receiver.
7,5 cm single (3") 20/box ' '
10 c¢m single (4") 20/box SOMFY RECEIVER B
15 c¢cm double (6") 15/box Radio frequencyl 1/box
20 cm double (8") 15/box
25 cm triple (10") 10/box AR AT

FMS BENDING STRIP

For FMS Track: 1/set Radio frequency 4-channel. 1/box
90 cm (3"). 5160100000
7 mtr (23"). 5160600000 5104011400

SOMFY REMOTE

FMS MOTOR

FOREST LUBRICANT

30 Watt available: 1 pc/box To lubricate components 1/box
230 Volt 5101001030 during assembly.
115 Volt 5101011030 5109010000
45 Watt available:
230 Volt 5101001045
115 Volt 5101011045
DISTRIBUTOR:
60 Watt available:
230 Volt 5101001060
115 Volt 5101011060
Tandem Motor 5101001088

FOREST

DRAPERY HARDWARE ———

FMS-12-2008




